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Note: Actual print stability will vary according to media, printed image, display conditions, light intensity and atmospheric conditions. Breathing Color does not guarantee 
the longevity of prints. For maximum print life display all prints under glass or lamination or properly store them. All of the descriptive information and recommendations 
for the use of Breathing Color products should be used only as a guide. Furnishing such information and recommendations shall in no event constitute a warranty of any 
kind by Breathing Color. All purchasers of Breathing Color products shall independently determine the suitability of the material for the purpose for which it is purchased. 
Seller’s and manufacturer’s only obligation shall be to replace such quantity of the product proved to be defective. Neither the seller nor manufacturer shall be liable 
either in tort or in contract for any loss of damage, direct, incidental or consequential (including loss of profits or revenue) arising out of the use of or the inability to use 
the product. No statement or recommendation not contained herein shall have any force or effect unless in agreement signed by officers of seller and manufacturer.

VARNISH & LAMINATES \ GLAMOUR 2

Product Description

Glamour 2

TECHNICAL DATA SHEET

 y Blend to find your signature sheen

 y Certif ied for use with archival media for 100+ years display l ife

 y Dilute with disti l led water up to 30% when rol l ing & 50% when spraying

 y Add water protection and depth of color in a single step

 y Roll on for prints that won’t rub off

 y UV protected to prevent yellowing and fading

 y Manufactured in the U .S .A . | Austin, Texas

Storage  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  70°F (21°C) / 50% Relative Humidity; store in original packaging and in a control led environment

Shelf Life  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Minimum 1 year from purchase date, when stored as specified

Lamination  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . For best results use a High-Density Foam Roller or HVLP Sprayer

A liquid varnish for print makers who prefer rolling 
their prints .  Blendable for endlessly customizable finish 
options .  No more tackiness while rolling- Glamour 2’s 
twenty-four hour cure time gives large prints the time 
they need to rest and self-level for a streak-free finish .  
Extended dry time in a highly concentrated formula 
gives print makers the ability to dilute and adjust 
according to their requirements or their shop’s unique 
temperature and humidity . 

Physical Specifications Key Features

Additional Information

Active Concentrations by Weight  .  .  .  .  .  .  .  .  .  .  .  .  . 35%

Viscosity (CPS)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 150


